Corrigendum to NIQ for two workstations Tender ID 1434

Please note the following corrections for workstations. The revised specification is:

<table>
<thead>
<tr>
<th></th>
<th>Drive Controllers</th>
<th>PERC H310 PCIe host based Raid card with eight 6Gb/s ports supporting SATA/SAS/SSD Drives and Raid 0.1 or equivalent</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>Communications</td>
<td>Integrated 10/100/1000 Broadcom LAN Card or equivalent</td>
</tr>
</tbody>
</table>
| 11 | Bays/Slots | 3 external 5.25-inch bays, 4 internal 3.5-inch bays  
A) Two PCI-e x16 Gen 3  
B) Two Additional PCI-e x16 Gen 3  
C) One PCI-e x16 Gen 3 wired x4  
D) One PCI-e x16 Gen 2 wired x4 (optional)  
E) One PCI 32 bit/33Mhz |
| 12 | Ports | Front: IEEE 1394; 1 microphone in; 1 headphone out or equivalent  
Rear: 1 IEEE 1394a, 1 audio in, 1 microphone in, 2 PS/2, 2 or equivalent  
A) (15) USB 2.0 (3 on front panel, 5 Rear, 3 internal & 4 in TFT)  
B) (2) USB 3.0 (1 on front panel, 1 Rear)  
C) (1) serial, (2) PS/2, (2) RJ-45 or equivalent |
| 16 | Security and BIOS Features | Support Kensington Lock support, Chassis intrusion sensor  
I/O Interface Security, Padlock ring Slot, Internal bezel lock (optional) |
| 21 | Graphics | NVIDIA Quadro 6000 (6.0GB) PCI Express graphic card. Graphics card should be supplied integrated with the system and system manufacturer should provide ISV certified Graphics drivers for all operating systems supported |

Terms & Conditions:

Authorization | Authorization from OEM for supplying/selling the equipment

Also 32 cores is based on 8 cores per processor x 2 processors x 2 for hyperthreading

The revised date for submitting the quotation is 30/1/2013, latest by 4:00 pm.

Prof. Puneet Mahajan  
Dept. of Applied Mechanics  
Indian Institute of Technology-Delhi  
Hauz Khas, New Delhi, 110016, India.